
UNIT LAW-V24
Swing over bed mm (in.) ø800 (ø31.50)

Max machining dia mm (in.) ø660 (ø25.98)

Max work length mm (in.) ø660 (ø25.98)

X-axis (R•L) Saddle mm (in.) 340 (13.39)

Z-axis (R•L) Rapid traverse mm/min (ipm) 660 (25.98)

Speeds min-1 (rpm) 200 ~ 3,000

No. of speed ranges Infinitely variable

Nose JIS A2-11

Bore mm (in.) ø90 (ø3.54)

Front bearing dia mm (in.) ø150 (ø5.91)

Type V6 + V6

No. of tools boring bar dia. 6 +6 

Byte shank size mm (in.) 25 x 32 (0.98 x 1.26)

Boring bar dia mm (in.) ø63 (ø2.38)
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m/min (ipm) X, Z: 24 (945)

Spindle kW (hp) VAC built-in 55/45 (75/61) (20 min/cont.)

0.75 (1) x 2 (Turret)

2.2 (3) x 2 (inside machine, chuck cleaning)

Height mm (in.) 3,881 (152.80)

Floor space mm x mm (in. x in.) 3,240 x 3,220 (127.56 x 126.77)

Weight (w/ CNC system) kg (lb) 13,000 (28,600)
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